
The Q1 & Q1L are ceiling mounted Induced Air Distribution Terminals.  These units blow in one direction and are available in
various configurations.  They were primarily created for areas that require between 45 CFM to 100 CFM of ventilation air.  The Q1
and Q1L are a perfect fit for office spaces, dormitory rooms,  patient rooms, etc… They are also perfect for hallways and corridors
and as a supplement to other "Q" Air Terminal units.  These units have drain pans and can be designed to handle both sensible and
latent loads in the occupied space.  Q1 & Q1L units have been independently tested by Intertek ETL.

Model Number Q1 - 2 - A - RH - A - RH - A - A

NuClimate Air Quality Systems, Inc. Tel: (315) 431-0226
6500 Joy Road Web: www.QAirTerminal.com
East Syracuse, NY 13057 Web: www.ChilledBeam.com

"Q" Air Terminal
 Ceiling Mounted Induced Air Distribution Unit

Model Q1 & Q1L

Unit
Q1 = Overhead 1 Way 
Blow

Q1L = Overhead, Low 
Capacity, 1 Way Blow

Pipe
2 = 2 Pipe
4 = 4 Pipe

Drain Pan Drainage Options
A = Float Switch
B = Plenum Rated Float Switch
C = Trap
D = Plug

Primary Air 
Configuration
RH = Right Hand
LH = Left Hand

Hose Kit
A = 1/2" Supply & Return Hoses
B = None

Lint Filter
A = No Filter
B = 20 1/2" x 9 1/2" Disposable Filter
C = 20 1/2" x 9 1/2" Washable Filter

Grille
A = Lay-In Diffuser
B = Surface Mount

Piping Configuration
RH = Right Hand (2 Pipe Only )
LH = Left Hand (2 Pipe Only )
XX = 4 Pipe



Standard Dimensions: 23 3/4" Long x 23 3/4" Wide x 16 1/2" High (Including Grille)
Weight Dry: 42 LBS
Weight Wet: 47 LBS

Induction Unit Construction: Return Air Chamber:
• 20 Ga. Galvanized Sheet Metal construction • Insulated

• Aerodynamically designed
Primary Air Chamber:

• Insulated Guide Plate
• 4" Round Spun Collar Primary Air Connection
• Available in Right Hand (RH) or Left Hand (LH) Configurations.

Insulation: :
• SoundCoat Soundfoam – “M” and “M” With Surface Film Treatment.  Acoustic quality,

open cell, flexible polyether based urethane foam.
Induction Nozzles:

• Available in various sizes - Unipol-TM-DMDA-8920
• Dow Plastics Food Grade Polyethylene, High Density

Fasteners:
• Pop Rivet SSD62SSBS 3/16 DIA. X .063-.125 Grip Range
• Typical Ultimate Strength in Lbs; Shear 1000, Tensile 1375
• Stainless Mandrel & Rivet

Coils:
• 2 Pipe units are available in Right Hand (RH) or Left Hand (LH) piping configurations.
• 2 Row Copper Coil ½” OD
• Sheet Metal: 16 GA Galvanized
• Fins: 10 Aluminum Fins Per Inch
• Tested at 350 PSI water pressure
• All coils are ARI performance certified to the most current standard
• 2 Pipe Units

• There is one ½” CWS/HWS and one ½” CWR/HWR connection on every unit.
• 4 Pipe Units

• There is one ½” CWS and one ½” HWS connection on every unit.
• There is one ½” CWR and one ½” HWR connection on every unit.



Pressure Tap:
• Q1 and Q1L Units can be supplied with a pressure tap on the primary air collar for easy balancing.

Drain Pans:
• Q1 and Q1L Units have one (1) ¾” PVC Drain Pan Connection
• 1 1/2" Deep with Sloped bottom for drainage when required
• Drain Pan extends out past coil return bends to catch any condensation 
• Drain Pans can be supplied with a float safety switch, a trap, or plugged (sensible only applications)
• Made from GE Plastics Acrylonitrile Butadiene Styrene w/Cycolac*MGABS02 Resin

Float Switches:
• Standard - Potted (electrically water sealed) reed/magnet switch design UL 508
• Plenum rated – switch components & wire are tested to UL 508 and UL 2043

• No moving parts – prewired with 6-foot UL CMP cable
• LED Indicator lights when switch cuts equipment
• Suitable for use in Plenum Spaces
• 24 Volts AC Class 2, 3 Amp Switching Capacity

Grille:
• Lay-In Grille Available In Various Colors (Powder Coat)
• Surface Mounted Grille Available In Various Colors  (Powder Coat)
• Grille is shipped attached to the unit.

Mounting:
• Eye Bolt - Gripple System
• Field supplied 1/4" rod connects in 4 corners to mounting brackets

Hose Kits:
• Supply Hose Kit (1 per Q1L-2) – Includes:

• 1/2" Diameter Hose, 24" Long, Polymer wrapped with stainless steel braid
• 1/2" Brass Coupling, FNPT x FNPT
• Isolator S, 1/2" FNPT Fixed End, 1/2" MNPT Union End

Brass Ball and Stem, CPTA, Drain Valve
• Return Hose Kit (1 per Q1L-2) – Includes:

• 1/2" Diameter Hose, 24" Long, Polymer wrapped with stainless steel braid 
• 1/2" Brass Coupling, FNPT x FNPT
• K Valve, 1/2"(L) FNPT, PSID = 2-32, 2-32 PSID, 0.55 GPM
• 1/2" Ball Valve, MNPT x FNPT, (Brass Body, Nickel-Plated Brass Ball)

Trap: Filters:
• Supplied in drainable drain pan application • Cleanable Woven Aluminum
• Bramec #0357 3/4" Schedule 40 PVC R-Trap 2" • Disposable


